ECO-BLOCK STANDARD EXPANDED
POLYSTYRENE FORM
USING 150mm CONNECTORS

EXTERIOR BUILDING FINISH

150mm PLASTIC CONNECTOR.

INTERIOR FINISH
AS SPECIFIED

VERTICAL REINFORCING STEEL

AS SPECIFIED

PLACED IN BETWEEN HORIZONTAL
REINFORCING STEEL AS SPECIFIED.

HORIZONTAL REINFORCING STEEL,

PLACED IN PLASTIC STIRRUPS,
ALTERNATIVELY INSIDE AND
OUTSIDE OF WALL AS SPECIFIED

150mm REINFORCED CONCRETE CORE

PARGING AS
SPECIFIEB——— .

RIGID INSULATION
AS SPECIFIED——

FOUNDATION DOWELS
AS SPECIFIED

— CONCRETE SLAB
AS SPECIFIED

COMPACTED GRANULAR
FILL AS SPECIFIED

GRADE ﬁhwmwf WN
— 50000050d950¢
FREE DF INNSEACKRLE | [N T gRlEE
AS SPECIFIE LAB HAUNCH AND
EINFORCING AS
PECIFIED
iree Q@
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stu@arkform.co.nz
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www.arkform.co.nz

ECO-BLOCK
Insulated Concrete Forms

Paoul Jones:
021 760 590

pauljones@ecoicf.co.nz

www.ecoicf.co.nz




